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Powertful

Surgical Solutions

VersaPulse® PowerSuite™ (VPPS), Dual Wavelength & VersaPulse P20 are
known for their urologic applications for the treatment of BPH, stones,
tumors or strictures. They are also cleared to treat a range of applications in
other surgical fields, making the VersaPulse family a versatile solution.

v Why Holmium?

Using Holmium as a power source allows precise and controlled cutting and vaporization. It penetrates
just enough to ablate soft tissue without charring and minimizing collateral damage.

V' Extensive clinical evidence

VPPS 100W laser for effective HOLEP procedures:

¢ Avoid access operation time !

e QOver 15 years of clinical evidence have made HoLLEP the right choice for Urologists and patients worldwide
e HolLEP is recommended by the AUA for BPH? treatment. Among its advantages are a low reoperation rates,

and wide patient applicability 23

e Compared with alternative treatment options for BPH, HoLEP has a major advantage in efficacy and safety 7

VPPS 100W laser for Stone-Dusting™

Stone-Dusting Lithotripsy is efficient at pulverizing stones. Clinical evidence suggests that stone dusting may
reduce the need for basket extraction thereby decreasing possible complications associated with the routine use
of ureteral access sheaths®. The low energy per pulse applied in dusting typically minimizes retropulsion.

VersaPulse Family of Lasers
Comprehensive Solution for Urology

100 Watt: High power versatile holmium laser system
reaching up to 3.5J and 50Hz. Providing solution for BPH,
stone fragmentation, Stone-Dusting and more.

80 Watt Holmium/100 Watts Nd:YAG: A powerful
combination of two wavelengths for short or long-
duration procedures requiring high-energy.

60 Watt: A mid-power system designated for Lithotripsy
and soft tissue, with ability to reach to up 40Hz making it
a versatile solution for stone treatments.

20 Watt: A low-power, compact laser system for stone
and soft tissue treatment. It can fit into a video cart in a
portable design that is suitable for a physician’s office.
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VersaPulse P20 Laser System VersaPulse PowerSuite 100W Laser System

Versatility in Applications
One system for multiple specialties including urology, gastroenterology, pulmonology,
orthopedics, ENT and more, makes for a smart choice.

Holmium Laser Holmium Laser Lithotripsy Posterior Horn Laser Assisted
Enucleation of the Vaporization Meniscectomy Capsular Shift (LACS)
Prostate (HoLEP) of the Prostate (HoLVP)

Available Fibers

SlimLine™ 200 D/F/L fiber: This single use, ultra-flexible fiber is designed for flexible ureteroscopic Lithotripsy. It also offers
integrated SIS (Smart Identification System) technology.

SlimLine™ SIS, SlimLine SIS EZ: These fibers offer integrated SIS technology which enables system detection of which fiber
has been connected. These reusable and single-use fibers, are designed for the Lumenis” holmium systems and are indicated
for a vast range of applications including BPH, stones, strictures and tumors.

SlimLine, SlimLine EZ: These reusable and single-use fibers are designed to work seamlessly with Lumenis’ holmium lasers
but do not offer the ingratiated SIS technology.

Xpeeda™ D/S/L side-fire fiber: This single-use fiber is especially designed for vaporization

and offers integrated SIS technology.



A wide range of medical specialties

Urology

Urinary lithotripsy
Arthroscopy

ENT surgery
Gynecological surgery
General surgery

Gastroenterological surgery

Risk Information

The use of the Lumenis VersaPulse PowerSuite is contraindicated for patients who are unable to receive
endoscopic treatments or are intolerant to prolonged anesthesia, as well as for resection or excision of large

vascularized organs.

Holmium lasers and Nd:YAG lasers are intended solely for use by physicians trained in the use of the Ho:YAG
(2.1 um) and Nd:Yag(1.06 um) wavelengths. Incorrect treatment settings can cause serious tissue damage.The
laser should be used only on tissues that are fully observable. See the system user manual for a complete list of
contraindications and risks.
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Single Wavelength: Holmium

Dual Wavelength:

P20 60 Watt

2.1 microns 2.1 microns

5-15 Hz 5-40 Hz

05-25J 0.2-35J

2 J/10Hz 1.5J/40 Hz

100-230V, 50/60 Hz, 14A (100- 230V, 50/60 Hz,

110V), 7A (200-230V), Single Phase | 30A Single Phase

20" x 225" x12.7" 18" x 36" x 39"
(51.5cm x 57 cm x 32.2 cm) (46 cm x 91 cm x 99 cm)
1mW @ 532 nm, 5 mW max @ 650 nm,

Green, 5 intensity settings constant

Red, 3 intensity settings,

Holmium & Nd:YAG
100 Watt 80/100 Watt
2.1 microns 2.1/1.06 microns
5-50 Hz 5-40 Hz
02-35J 0.2-35J
2 J/50 Hz 2 J/40 Hz
230V, 60Hz, 30A Single Phase; 230V, 50/60 Hz,
230V, 50Hz, 32A Single Phase 30A Single Phase
18" x 36" x 39" 18" x 36" x 39"
(46 cm x 91 cm x 99 cm) (46 cm x 91 cm x 99 cm)
5 mW max @ 650 nm, 5 mW max @ 650 nm,

Red, 3 intensity settings,

Red, 3 intensity settings, constant

and blinking modes constant mode

88 Ibs/40 kg 200 kg (441 Ib)
Yes No
Cooling self-contained water-to-air heat exchanger

Lumenis reusable and single use delivery systems

One year parts and labor

AMERICAS

San Jose, CA, USA

T +1408 764 3000
+1 877 586 3647

F +1408 764 3999

Lumenis (Germany) GmbH
Heinrich-Hertz-Str 3 D-63303
Dreieich-Dreieichenhain
GERMANY

Tel: +49 (0) 6103 83350

constant mode

200 kg (441 b)

No

ASIA / PACIFIC
Beijing, China

T+86 105737 6677
Gurgaon, India

T+ 91124 422 07 95
Kowloon, Hong Kong
T+ 852217 428 00
F + 852 272 251 51

LASER CLASS 4/IV
Holmium: YAG: 2.1uum,
Nd: Y/

LASER CLASS 3Alllla

Diode Laser: 650 nm, 5 mW max, CW.

VISIBLE AND INVISIBLE LASER RADIATION

AVOID EYE OR SKIN EXPOSURE TO
DIRECT OR SCATTERED RADIATION
4 LASER PRODUCT per EN 60825-

CLASS 5-1/1994
CLASS IV LASER PRODUCT per 21 CFR 1040.10 61040.11
‘except for deviations pursuant to Notice 50, Dated June 24, 2007

1yum, 5 J max, 6004s puise
i YAG: 1064 nm, 2 J max, 2.0 ms pulse

|

Diode Laser: 532 nm, 1 mW max, CW

VISIBLE AND INVISIBLE LASER RADIATION
AVOID EYE OR SKIN EXPOSURE TO
DIRECT OR SCATTERED RADIATION

CLASS 4 LASER PRODUCT per EN 60825-1/1994
CLASS IV LASER PRODUCT per 21 CFR 1040.10 &1040.11
‘except for deviations pursuant to Notice 50, Dated June 24, 2007

L8-1052731

LASER CLASS 4/IV LASER CLASS 4/IV

Holmium: YAG: 2100 nm, 2.5 J max Holmium: YAG: 2.1um, 5 J max
5004 pulse max. 60015 pulse

AIMING BEAM DIODE

LASER CLASS 2 LASER CLASS 3A/llla

Diode Laser: 650 nm, SmW max, CW.

VISIBLE AND INVISIBLE LASER RADIATION
AVOID EYE OR SKIN EXPOSURE TO
DIRECT OR SCATTERED RADIATION

CLASS 4 LASER PRODUCT per EN 60825-1/1994
CLASS IV LASER PRODUCT per 21 CFR 1040.10 £1040.11
except for deviations pursuant to Notice 50, Dated June 24, 2007

LB-1090950
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mode

200 kg (441 1b)

No

JAPAN EMEA
Tokyo, Japan Dreieich Dreieichenhain,
T +81 34431 8300 Germany

F +81 34431 8301 T +49 6103 83350

F +49 6103 8335 300
Roma (RM), Italy

T +39 0690 75 230
F +39 06 90 75 269
Hertfordshire, UK

T +44 208736 4110
F +44 208736 4119
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